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ProductiInformation

1. Model name: ICR18650-26J

2. Product classification: Li-ion cylindrical cell

3. Nominal voltage: 3.63V

4. Rated capacity: 2596mAh

5. Wh Capacity: 9.42Wh

6. Weight of product: 44g

7. Test Date: 2014.08.27 ~ 2014.09.27

8. Test Location: SAMSUNG SDI Safety Center, 508 Sungsungdong, Cheonan
Chungcheongnamdo, Korea
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Test summary

T,f;_t Testitem Relating Std. mmg'; TE;;T’:TEE;’" f:;:;:fﬂ';
K Altitude simulation ”"P':ftnl'lf'thzztt;:":;;irm' 2014.08.27 2014.08.27 Pass
T2 Thermaltest ”"P':ftnl:’f:'Sthzitt;:":;ﬂjm' 2014.08.28 2014.09.03 Pass
T3 Vibration ”"P':ft"l:‘f:L:L;i:fﬂ:":;;ﬂ a, 2014.09.05 2014.09.05 Pass
T4 Shock ”"P':ft"l'lﬁ'S“:fhzztt;:":;ﬂ':“' 2014.09.11 2014.09.11 Pass
T5 External short circuit ”"P':ftnl:’f:'Sthzitt;:":;;f; 9, 2014.00.12 2014.09.12 Pass
T6 Impact/ Crush ”"P':ftnl'lf'thzztt;:":;;f; a, 2014.09.12 2014.09.12 Pass
n | o
T3 Forced discharge u “P':ftnlllila: IS{:fh-rr.Zf:tt:u:n: Bi.ijrggia, 2014.09.20 2014.09.27 Pass
Total Judgment({PassiFail) Pass

W Tests T-1 through T-5 shall be conducted in sequence with the same cell/pack/single cell battery.

M For test 6, test should be conducted for Li-ion cells or component cell contained in a battery.

B 17 shall be performed only for Li-ion rechargeable battery or rechargeable single cell battery not cell.
B T8 should be conducted for Li-ion cells or component cell contained in a battery.
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T-1~T-5) Transportation Test (Test Result: Pass)

Fresh cell 100% S0C
Initial T
No. | Weight(g) | ocviv) Weight(g) | OCV(V) | Mass Loss(%) | Residual OCV(%) | Appearance | Result
1 44057 415 44 055 415 0.00 100.00 O Pass
2 44 165 415 44 165 415 0.00 100.00 O Pass
3 44087 415 44 (85 4.15 0.00 100.00 O Pass
4 44 201 415 44201 415 0.00 100.00 O Pass
5 44095 415 44 (85 415 0.00 100.00 O Pass
6 44 067 415 44 06T 415 0.00 100.00 O Pass
[ 44 074 415 44075 415 0.00 100.00 O Pass
8 44 087 415 44 (54 415 0.01 100.00 O Pass
9 44 075 415 44 075 415 0.00 100.00 O Pass
10 43084 415 43885 415 0.00 100.00 O Pass
T2 T3
No. | Weight(g) | 0CV(V) | Mass Loss(%) | Residual OCV(%) | Appearance | Result | Weight(g) | 0CV(V) | Mass Loss(%) | Residual 0CV(%) | Appearance | Result
1 44 052 41 0. 95.04 0 Pass 44 052 411 0.00 100.00 O Pass
2 44 166 411 0.00 95.04 0 Pass 44 165 411 0.00 100.00 0 Pass
3 44 085 41 0.00 95.04 0 Pass 44 085 411 0.00 100.00 O Pass
4 44 204 411 -0.04 95.04 0 Pass 44 203 411 0.00 100.00 o Pass
] 44 082 41 o 95.04 0 Pass 44 (92 411 0.00 100.00 O Pass
6 44 06T 411 0.00 95.04 0 Pass 44 064 411 0.01 100.00 o Pass
7 44072 41 o 99.04 0 Pass 44074 411 0.00 100.00 O Pass
8 44 085 411 0.00 95.04 0 Pass 44 (B5 411 0.00 100.00 0 Pass
9 44 075 41 0.00 95.04 0 Pass 44076 411 0.00 100.00 o Pass
10 43882 411 0. 95.04 0 Pass 43882 411 0.00 100.00 O Pass
T4 LE3
No. | Weight(g) | 0CV(V) | Mass Loss(%) | Residual OCV(%) | Appearance | Result | Max T('c) Appearance Result
1 44 054 410 0.00 90.76 0 Pass L 0 Pass
2 44 165 410 0.00 o075 0 Pass 102 0 Pass
3 44 084 410 0.00 99.76 0 Pass 9 0 Pass
4 44 204 4.10 0.00 9076 0 Pass 102 0 Pass
5 44 092 4,10 0.00 99.76 0 Pass 105 0 Pass
& 44 066 410 0.00 9076 0 Pass o« 0 Pass
[ 44.0M 410 o 99.76 0 Pass 98 0 Pass
8 44085 410 0.00 90,76 0 Pass o3 0 Pass
9 44 072 410 o 99.76 0 Pass % 0 Pass
10 43883 410 0.00 90,76 0 Pass 102 0 Pass
[Appearance] 0-No Leakage, No Wenting, No Disassembly, No Rupture, No Fire / L-Leakage | V-Venting / D-Disassembly / R-Rupture | F-Fire
[Criteria] T1-T4: No Leakage / No Venting / No Disassembly / Mo Rupture | No Fire | Residual OCV not less than 90%
T5: External temperature does not exceed 170°C, no disassembly, no rupture, and no fire within & hours of this test
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T-6) Impact/Crush Test (Test Result: Pass)

M Cell type
[X] Cylindrical cells greater than 18.0 mm in diameter
[ ] Prismatic, Pouch, Cylindrical cells not more than 18.0 mm in diameter

M Testprocedure

[X] Impact
[ ] Crush
Fresh Cell 50% 3S0C
Initial TG
No. | OCV(¥) Max Temp({'C) Appearance Result
1 3.65 126 ] Pass
2 3.65 135 ] Pass
3 3.65 125 ] Pass
4 3.65 131 ] Pass
5 3.65 129 ] Pass
[Appearance] O-No Disassembly, No Fire / D-Disassembly / F-Fire
[Criteria] External temperature does not exceed 170°C, no disassembly,
and no fire within 6 hours of this test.
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T-7) Over charge Test (Test Result: N/A)

H Testcondition: N/A

T-8) Forced discharge Test (Test Result: Pass)

H Test condition:
- Initial test current: 5.2A

- Time interval: 30min
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Fresh cell 0% 30C 50 cycled cell 0% S0C
Mo. | Max. tempe({’C) | Appearance Result Max. temp(iC) Appearance Result
1 95 0 Pass 102 0 Pass
2 2| 0 Pass 33 O Pass
3 99 0 Pass 99 O Pass
4 | 0 Pass 30 O Pass
5 95 0 Pass 95 O Pass
[ 95 0 Pass 99 0 Pass
T 33 0 Pass 99 O Pass
8 83 0 Pass 104 0 Pass
3 95 0 Pass 58 O Pass
10 1] 0 Pass 95 0 Pass
[Appearance] O-No Disassembly, No Fire / D-Disassembly / F-Fire
[Criteria] No disassembly and no fire within 7 days of the test
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Annex 1-1.2m Packaging Drop Test

M Test Summary
Test ) . Testbegins on Test Completed on Judgment
No. Testitem Relating Std. (YYYY/MM/DD) (YYYY/MM/DD) (Pass/Fail)
P1 Packaging Drop mgﬁrm‘”‘tgﬁgﬂ;ﬁﬁgzws 2014.00.27 2014.00.27 Pass
Total Judgment(Pass/Fail) Pass
M Test Method
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P-11.2m Packaging Drop Test(Test Result: Pass)
B Sample Picture

Front Back

Sample Picture
B Testresult
Before Test After Test
Weight (Kg) 042 042
TestResult . "
Quter packaging is damaged but samples inside the package remain intact and no damage, no
Remark e T
shifting, no release of contents for samples inside the package.
- Without damage to cells or battenes contained therein.
Criteria - Without shifting of the contents so as to allow battery to battery(or Cell to cell) contact.
- Without release of contents.
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P-11.2m Packaging Drop Test(Test Result: Pass)
Bl Sample Picture

Front Back

Sample Picture
B Testresult
Before Test After Test
Weight (Kg) 934 934
s ReESec ¢ ——
2000000060 23 et
2900960860 R ens
TITILLELE S ees
PIREFDW S - 4 449
Test Result I ”':;alé
. _ - I | 2286S
\ (EL T 444
444 EI11TL
£ % *eeE TILLE
Kk Quter packaging is damaged but samples inside the package remain intact and no damage, no
shifting, no release of contents for samples inside the package.
- Without damage to cells or battenes contained therein.
Criteria - Without shifting of the contents so as to allow battery to battery(or Cell to cell) contact.
- Without release of contents.
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